
B U S T E R A N D P U N C H . C O M

L0210 (UK/EU) /  L0222 (US)

KITCHEN TAP/FAUCET /  MIXER

PREPARATION AND INSTALLATION 

INSTALLATION MANUAL

EN

DISCLAIMER: THIS PRODUCT IS NOT 
SUITABLE FOR COMMERCIAL USE.

MINIMUM RECOMMENDED WATER PRESSURE: 7.25PSI (0.5 BAR)

MAXIMUM RECOMMENDED WATER PRESSURE: 72PSI (5 BAR)

RECOMMENDED HOT WATER TEMPERATURE: 70°C (158°F)

RECOMMENDED TEMPERATURE RANGE: 5 - 60°C (41 - 140°F)

NOTE: Exceeding these temperatures or water pressures can result in damage to the tap. A pressure reducing 	
            valve may be required to be fitted in high water pressure situations.

PRE / POST INSTALLATION NOTES

NOTE: INSTALLATION INSTRUCTION MANUAL APPLICABLE 
FOR SINGLE MIXER TAPS/FAUCETS SUPPLIED 
BY BUSTER + PUNCH. PRODUCT VARIATIONS COVERED BY 
THIS INSTRUCTION MANUAL ARE LISTED BELOW:

KITCHEN TAP/FAUCET (WARM/COLD) / CROSS / SINGLE MIXER
KITCHEN TAP/FAUCET (WARM/COLD) / LINEAR / SINGLE MIXER

If your hot water is supplied by an unvented system, do not interfere with any pressure control / safety valves 
during the preparation or installation process.

Switch off the water heating system. Close the mains stopcock, then open the lowest hot and cold taps to drain 
down the cold-water storage tanks and pipework (the hot water storage cylinder will remain full).

Thoroughly flush the supply pipes to remove dirt and debris before installing the new mixer.

Failure to flush the supply pipework may cause damage or operational issues with the internal components of 
the new mixer.

Once the new mixer has been installed, turn on the mains stopcock and close all taps except the new mixer. The 
new system will start to refill. use this time to check for any leaks.

After confirming that there are no leaks, switch on the water heating system to restore the hot water.

See contents list for correct  hoses by region. Additional 
hoses may be supplied separately.
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DISCLAIMER: PLEASE 
CONTACT YOUR LOCAL 
PLUMBER WHEN 
INSTALLING.
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FOR SURFACES <5MM USE THE 
TAP BRACE & O-RING  PROVIDED

Ø35 MM
1-2/8“D

MAX 40mm / 1.6”
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INLET COLD WATER

INLET HOT WATER
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ENSURE GRUB SCREW IS FACING AWAY 
FROM THE SINK.
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FOR SURFACES <5MM USE THE 
TAP BRACE & O-RING  PROVIDED

ENSURE GRUB SCREW IS FACING AWAY 
FROM THE SINK.
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ENSURE HOT & COLD 
HOSES ARE INSERTED 
INTO THE CORRECT 
CORRESPONDING TAPS.

PLEASE ENSURE THAT 
THE CORRECT HOSES 
ARE USED BASED ON 
YOUR REGION.
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AERATOR MAINTENANCE

RECOMMENDED TO BE CLEANED AT LEAST ONCE A MONTH

SOAK ANY PARTS THAT HAVE LIMESCALE BUILD-UP IN WHITE VINEGAR FOR 30 MINUTES 

(OR OVERNIGHT FOR SEVERE BUILDUP).

NOTE: IF THERE IS A BUILDUP OF LIMESCALE CONSIDER REPLACING THE AERATOR.

PLEASE NOTE: Taps received in the UK and EU may be supplied with a 

spare aerator. This can be installed to increase the water flow (subject to 

water pressure) or kept as a spare.



[end. ORDINARY ]


