
Linear aluminium profile for LED strip, length 2000mm. Installation on ceiling, wall, furniture, shelves and similar areas. Surface-mounted installation. Installation through 
hidden clips. Possibility to realise 45° fixed inclination or +/-90° orientation with separate accessories. Aluminium finishing. Transparent or opal diffusers available. Surface for 
LED mounting 12,2mm, width 17,2mm, height 8mm. 

Mounting Product type Surface-mounted aluminium profile
Installation type Linear lighting for ceiling, wall, furniture, shelves and similar areas

Dimension Length 2000mm
Width  17.2mm
Height 8mm
Surface for LED 12.2mm

Material Profile Aluminium
Diffuser PC
Type of diffuser (included) BARRA/STRIP/3E Transparent

BARRA/STRIP/3E/S Opal
Diffuser transparency BARRA/STRIP/3E Transparent no reduction of luminous flux

BARRA/STRIP/3E/S Opal -25% of luminous flux
End caps Plastic
Fixing clips Aluminium

Accessories Included 4 end caps
4 fixing clips

Warranty Warranty 2 years

BARRA/STRIP/3E SURFACE-MOUNTED ALUMINIUM PROFILE
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SPECIFICATION TEXT

Fixing clip suitable for the installation at 45° 
(n.2 steel clips).

To be ordered separately.

KIT/CLIP/45

Accessories available upon request
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Adjustable +/-90° fixing clip suitable for the
installation (n.2 steel clips).

To be ordered separately.

KIT/CLIP/180
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5m opal diffuser roll.

To be ordered separately.

DIFF/5M/S
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10m opal diffuser roll.

To be ordered separately.

DIFF/10M/S
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PVC spacer for outdoor surface profile instal-
lations, so to ensure a correct expansion of the 
profile.

To be ordered separately.
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