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SPECIFICATION TEXT
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Linear plaster profile for surface-mounted installation, length 1000mm. Mono-emission. Eco-friendly: made of natural mineral and vegetable materials, without any toxic
additives. Aluminium profile for LED strip installation included. Fixing by plaster or suitable universal assembly adhesive. Transparent diffuser included. Weight 3,9 Kg.

Mounting Product type Surface-mounted plaster profile
Installation type Linear lighting, wall lighting
Dimension Length 1000mm
Width 140mm
Height 55mm
Aluminium profile included 1pz
Diffuser included Transparent diffuser
Material Plaster profile TB12 ceramic gypsum, d fine beta hemi-hydrate calcium sulphate obtained from the baking and grinding of a very pure
rock with an average calcium sulphate content of 98%
Aluminium profile Aluminium
Fire behaviour Non-combustible material
Yellowing No colour change after time passing
Painting Plaster can be painted after insulator treatment
Eco-friendly Realized with natural mineral and vegetable materials, without toxic additives
Not producing toxic exhalations and not leaving dust or detrimental fibres for humans’ health
Installation End caps Not included, to be realised during installation
Fixing material Self-adhesive plaster or univeral seal glue (eg. like Bostik Poly Max), see instruction sheet
Warranty Warranty 2years

Accessories available upon request

Aluminium profile included:

Diffuser included:

Available diffuser upon request:

BARRA/STRIP/10/1M

DIF.BAR/9/1M
Transparent diffuser

DIF.BAR/9/S/1M
Opal diffuser
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