
Round recessed LED luminaire IP20/IP65 with fixed optics 50° and perimeter surface frame. CRI>80. IP20/IP65. Light beam 50°. rame in white or black plastic 
material. Body in black plastic material. Power supply integrated. Dimmable TRIAC. Selector for colour temperature change (2700K, 3000K, 4000K)

Mounting Product type Downlight
Installation type Ceiling

Dimension Diameter 88mm
Height 47mm
Cut-out 68mm
Minimum recessed depth 60mm

Lamp LED SMD
LED/W 4.8W
System/W 6W

2700K 300K 4000K
Luminous flux real RG03/D/_ 600lm 650lm 675lm
Colour temperature CCT 2700K-3000K- 4000K
Colour rendering index CRI >80
LED Lifetime 44.000 h L70B10 (Ta25°)
Photobiological risk RG1

Light Light distribution Direct
Light beam 50°

Material Body Black plastic material
Ring Plastic material W=white; B=black
Lens Plastic

Electrical Driver TRIAC dimmable 220-240V 50-60Hz included. 
Compatible with codes: 5862/TRIAC/230V o 5973/DALI/230V to be ordered separately

Warranty Warranty 5 years
Norms Norm compliance EN60598-1, EN60598-2-2, EN62471, IEC/TR 62778, EN62493, EN61000-3-3, EN61000-3-2, EN61547, EN55015
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1 Colour temperature D = dinamic 2700K; 3000K; 4000K.
2 Colour W = white; B = black
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1.0 1.0 618 319

2.0 2.0 154 80

3.0 3.0 69 35

For further inf ormation please visit www .nobile .it/en/
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