
1 Luminaire data

1.1 Ansell Lighting, Gamma LED WiZ (AGAMLED_OCTOW (4000K).ldt)

1.1.1 Data sheet

Manufacturer: Ansell Lighting

AGAMLED_OCTOW (4000K).ldt Gamma LED WiZ

Luminaire data
Luminaire efficiency : 100%
Luminaire efficacy : 82.96 lm/W

A40  ̄99.7%  ­ 0.3%  Classification :
CIE Flux Codes : 47 79 96 100 100
UGR 4H 8H : 23.1 / 23.9
Power : 19 W
Luminous flux : 1576.3 lm

Dimensions : Ø296 mm x 53 mm

Equipped with
Quantity : 1
Designation : LED
Colour : 4000K
Luminous flux : 1576.3 lm
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Manufacturer : Ansell Lighting
Order number : AGAMLED_OCTOW (4000K).ldt
Luminaire name : Gamma LED WiZ
Equipment : 1 x LED 19 W / 1576.3 lm
Dimensions : D 296 mm x H 53 mm
File name : AGAMLED_OCTOW (4000K).ldt

Efficiency factor
Luminaire efficacy
Light distribution
Beam Angle

: 100%
: 82.96 lm/W A40) 
: 
: 54.8° C0
  56.3° C90
  57.8° C180
  56.5° C270


